MEGA XPS T1500
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Extruded Polystyrene

Insulation Solutions MEGAXPST]SOO
TECHNICAL DATA SHEET

Ozellikler Tanim Tolerans NENLE
Features Declaration Value Tolerance NENEI
Yangin Sinifi
Reaction to Fire Class : ’ TS ENT3501
Kalinlik Tolerans Sinifi
Thickness Tolerance Class T mm 13 a TSEN8Z3
Genislik <1500 (+8)
Width " mm 600 11500 (£10) TSEN 822
Uzunluk [<1500 (+8)
Length L mm 1200 51500 (£10) TS EN 822
Gonyeden Sapma (Uzunluk/Genislik)
Deviations from Mitre (lenghth / width) $b mm/m % S mrm TSENB24
Diizliikten Sapma
Smax mm S6-max 6 mm 6mm TSEN 825

Surface Smoothness
Ist lletkenlik Degeri
Thermal Conduvtivity Declared Value AD W/mk 0,035 ’ TS ENT3i64
Kalinlk

. d mm 20 | 30 | 40 50 | 60 | 70 | 80 - TSEN 823
Thickness
Isil Gegirgenlik Direnci )
Thermal Resistance RD W/mK 055(085| 110 | 140 | 1,70 | 20 | 225 - TS EN 13164
%10 Deformasyondaki Basing Gerilmesi €SA0\Y)150
Compressive Strength at 10% Deformation Csaow) kPa (21\50) TSENB26
Azami Kullanim Sicakligi .
Maximum Operating Temperature ¢ 50775
Tamamen Daldirmayla Uzun Donemli Su Emme
Long Term Water Absorption by Immersion Completely WL % WLmor <07 TS ENT2087
Belirli Sicaklik ve Nem Sartlari Altinda Boyut Kararliligi 23°C'de ve %90 bagil nem sartlarinda 48 saat sonra Azami 2
Specified in the Dimensional Stability of Temperature and Humidty Conditions DS (23.90) % At 23°C and %90+5 relative humidity, after 48 hours max 2 TS EN1604
Belirli Basing Yiiki ve Sicaklik Sartlarindaki Sekil Degistirme 80 1°C'de, 20 kPa basing altinda 48+1 saat sonra
Specified compressive load and temperature Conditions of the Dimensional Stability DLT(MS % At 80+ 1°C and 20 kPa at a pressure, after 48+ 1hours 5 TS EN1605
Yuzey Sekli Diiz / PiirizIii Kanalli / Parke Alti
Surface Shape Flat / Rough Channel / Under Parquet
Kenar Profili Diiz / Lamba
Edge profile Square 7 Ship - Lap

Depolama & Storage

Giines 1sigindan korunmasi gerekmektedir. Bu ylizden kapali ortamlarda depolanmasi énerilir.
Eger disarida depolama yapilacak ise bu durumda kesinlikle iizerine ultraviole isinlari engelleyici katman konmasi nerilir.

Miisterinin kendi sahasinda depolamadan dogacak hasarlardan URETICI FIRMA sorumlu degildir.

Protect from sunlight. Store in a closed area.
If it is to be stored outside, in this case put ultraviolet barrier layer on top of the product.

If a problem occurs when storing customer product, the manufacturer is not responsible.



